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Blok ‘N’ Mesh Europa B.V. 
Druivenstraat 47 
4816 KB Breda 
The Netherlands

Tel : +31 7679 95196 W: bloknmesh.eu E : sales@bloknmesh.eu

Tolerance of +/- 10% to the stated sizes.

E : sales@bloknmesh.nlTel : 0207 038 322 W : bloknmesh.nl
Blok 'N' Mesh Europa B.V.
Graaf Engelbertlaan 75
4837 DS Breda
Nederland

Tolerantie van +/- 10% ten opzichte van de genoemde maten.

BOUWHEKNET
Productcode : 118-205
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AFMETINGEN

• Aluminium ogen Ø 12 mm

Verpakkingseenheid

100 bundels

Volle vracht

1 Pakket = 10 Stuks

PRODUCTEIGENSCHAPPEN
• Treksterkte: 450 / 200 N/5cm
• Scheurweerstand: 60 / 60 N
• Temperatuur-bestendigheid: -40/+80°C
• Dichtheid: 150 g/m²
• Schaduwfactor: 55%
• Winddoorlaatbaarheid: 12%
• Materiaal: HDPE
• Anti-UV behandeld
• 1 ring in elke hoek
• Randversterking rondom
• Ook beschikbaar:

118-170 Wit
118-185 Groen
118-200 Blauw

3450 mm

1800 mm

Bevestiging van het bouwheknet op een bouwhek is op eigen risico. Dit heeft namelijk invloed op de windbelasting van het 
hek en kan negatieve gevolgen hebben. Het schoren van de bouwhekken is noodzakelijk bij het gebruik van bouwheknetten.!

• Tensile strength: 450 / 200 N/5cm
• Tear resistance: 60 / 60 N
• Temperature resistance: -40/+80°C
• Density: 150 g/m²
• Shade factor: 55%
• Wind transmission: 12%
• Material: HDPE
• Anti-UV treated
• 1 ring in each corner
• Edge reinforcement all around
• Also available:

Fencing Net 150gr/m²
Product code: 118-205

CHARACTERISTICS

Packaging

1 set = 10 units

DIMENSIONS

• Aluminum eyes Ø 12 mm

white
green
blue

Attachment of the construction fence net to a construction fence is at your own risk. This affects the wind load on the fence and can have negative 
consequences. Bracing is necessary when using construction fencing.


